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“Z” Closure - MSL

# 1805

1 
3/

4"

1 1/4"

1 1/4"

T
hi

s 
si

de
 p

ai
nt

ed

Hip Closure - MLK

# 1804

2 
3/

16
"

2"

2 3/8"

T
hi

s 
si

de
 p

ai
nt

ed
Endwall

# 1803

3"

3"

4"

1/2"

2 7/8"

This
 si

de
 pa

int
ed

Rake

# 1401

3/4"1/2"

8"

1"

1 
1/

2"
1/

2"

3 
1/

8"
3 

5/
8"

Rake Slide

# 1801

1/
2"

1/2"

3/
4"

Rake Closure - MLK

# 1802

2"

1 1/4"

1 1/4"

T
hi

s 
si

de
 p

ai
nt

ed

SS Rake Trim Support Angle

# 0715

1 1/4"

1 1/4"

T
hi

s 
si

de
 p

ai
nt

ed

End Dam

# 1806

1 
3/

4"

1 1/8"

1 1/8"

T
hi

s 
si

de
 p

ai
nt

ed

Bearing Plate

# 63655    

4"

5"

STANDARD PARTS

Details are subject to change without prior notice.
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Endwall to Roof Flashing

#0726

High Side Eave Trim

#0802

House Roof Eave Trim

#0853

OS Corner Box for #0502

#1402

Gutter Endcap for #0502

#1102

5 1/4"

3 15/16"

1 1/4"

1/2"
1 1/2"

Adjustable Gable Strip

#1476

Adjustable Gable - 11"

#1477

IS Corner Box for #0502

#1412

Transistion Trim

#1486

10"
6"

Pitch Required

STANDARD PARTS

Details are subject to change without prior notice.
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Residential Gutter - 13"
uses stamped strap #55030

#0502

3 1/4"

Ridge Roll - 17"
Pitch Required

#0222

STANDARD PARTS

Details are subject to change without prior notice.
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SAFETY AND STORAGE CONSIDERATIONS
As with all major construction projects, safety should be 
a primary concern. The erector or contractor should be 
sure that all OSHA safety rules are followed and that job 
safety is strictly adhered to.

The following safety equipment is highly recommended 
when installing metal roofing:
1.	 Safety rope and harness
2.	 Hand protection
3.	 Eye protection
4.	 Hearing protection
5.	 Soft rubber soled shoes

CAUTION
Care should be taken when cutting sheets.  
Eye and hearing protection are important.

NOTE
Always wear rubber soled work boots. When on the 
roof, use OSHA approved protection devices such as 
safety lines, safety nets or catch platforms.

Storage: It is recommended that sheets be kept covered 
and out of the elements if at all possible. If sheets are to 
be stored outside, the following precautions should be 
observed:
1.	 �The storage area should be reasonably level, and 

located so as to minimize handling.
2.	 �When stored on bare ground, place plastic ground 

cover under the bundles to minimize condensation on 
the sheets from ground moisture.

3.	 �Store bundles at least 12 inches above ground level 
to allow air circulation beneath the bundle, and to 
prevent damage from rising water.

4.	 �Elevate one end of each bundle slightly to permit 
runoff of moisture from the top of the bundle or from 
between sheets. A waterproof cover should be placed 
loosely over the bundles to allow for air circulation 
under the cover.

5.	 �Inspect stored bundles daily and repair any tears or 
punctures in the waterproof cover.

6.	 �Re-cover opened bundles at the end of each work day 
to prevent subsequent moisture damage. 

Checking order at time of delivery:
Check each order carefully, as it is unloaded. Report any 
obvious damage or shortages to the carrier immediately. 
If damage or shortages are noted after delivery (at 
time of unpacking) notify your Mueller representative 
immediately. Have invoice numbers and detailed 
descriptions of the damage or shortage available. These 
procedures are for your protection. A shortage or damage 
discovered later can be caused by theft, misplacement, 
mishandling or other causes and is not the responsibility 
of Mueller, Inc.

Never Install Material if the Quality is in Question!

Metal roofing presents several specific safety issues:
1.	 Metal roofing is extremely slick and does not provide 

firm footing. Extreme care should be taken when: 
A. Working on roofs with very steep pitches.	
B. Working on roofs when moisture is present. 
C. Working on roofs when high wind is a factor.	
D. Working with long panels.

2.	 �Metal edges are very sharp and should be handled 
with care.

3.	 �Care should be used when lifting panels due to their 
weight.

4.	 �Always check for overhead electrical lines and exercise 
care not to have metal sheets come in contact with 
them.

5.	 �All electrical tools should be inspected regularly for  
damaged cases or frayed electric cords. Extension  
cords should be inspected for damaged or frayed  
insulation. Tools which do not meet good safety  
standards should not be used.

Unsecured Panels May Slip If Stepped On!
Never step on a single unsecured roof panel, or a stack 
of roof panels laying unattached on the roof. Secure each 
end of the panel with clamps or appropriate fasteners.
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CARE AND HANDLING OF MUELLER SHEET METAL
Delivery: Mueller takes every precaution to ensure that material is delivered to the customer damage-free 
and fully protected from the elements during shipment. When the material is delivered to the customer it then 
becomes the customer’s responsibility to protect the material from the elements, possible theft, and other 
damage. The following guidelines are recommended:

HANDLING: Proper care is required in unloading and handling panel bundles in order to prevent 
damage.

1.	 Bundles should remain banded (if possible) during the unloading process. Bundles should never be lifted by 
the banding material.

2.	 Lift each bundle as close as possible to its center of gravity.
3.	 �If the bundles are to be lifted with a crane, use a spreader bar of appropriate length and nylon band slings (do 

not use wire rope slings as they will damage the material).
4.	 ��Depending on the panel length, some bundles may be lifted by a forklift. When using a forklift, 

the forks should be spread to their maximum spacing, and the load centered on the forks. 
Sheets over 25’ long require two forklifts.

5.	 �After panel bundles are opened, individual sheets must be handled carefully to prevent panel buckling or 
damage to the panel coating. When removing a sheet from a bundle it should be rolled off the bundle to 
prevent scratching of the next sheet. Never drag or slide one sheet over another. Sheets should not be picked 
up by the ends. Instead, lift the sheet along its longitudinal edge and carry in a vertical position. For sheets 
over 10’ long, two or more people may be required to carry the sheet.

Wall and Roof Panels
Mueller’s wall and roof panels, including color coated, galvalume and galvanized, provide excellent service under 
widely varied conditions. All unloading and erection personnel should fully understand that these panels are 
quality merchandise which merit cautious care in handling.

Fabrication and shipping operations ensure that all panel stock is kept dry. However, due to climatic conditions, 
water formed by condensation of humid air can become trapped between stacked sheets. Water can also be 
trapped between the stacked sheets when exposed to rain causing discoloration, often called “wet storage 
stain.” The stain is usually superficial and has little effect on the appearance or service life of the panels as long 
as it is not permitted to remain on the panels. However, moisture in contact with the surface of the panels over 
an extended period can severely attack the finish and reduce the effective service life. Therefore, it is imperative 
that all panels be inspected for moisture upon receipt of the order. If moisture is present, dry the panels at once 
and store in a dry, warm place.
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INSTALLING EDGE PLATE
Installation Steps:
The edge plate is attached to the eave strut of the structure. It is used as the stationary attachment point of the 
panels. The edge plate has an offset in it to raise it to the level of the panel attachment clips. This plate is
installed before the panel attachment process. 

Before installing the edge plate, install tape sealant with the center of the sealant 1 ½” from the top outside 
edge of the eave strut. The eave strut surface should be straight and level before starting this procedure.

Starting flush with the outside of the rake angle and on the tape sealant, install the outside of the edge plate 
flush with the outside of the wall panel. Fasten the edge plate to the eave strut with self drill screws on 
12”centers. Ends of edge plates should be tightly butted, not overlapped.

6"

6"

 Tape Sealant
Under Edge Plate

6" Typical Edge Plate
Butt Joint

Wall Panel

Roof Purlin

Eave Strut

Edge Plate

Rake Angle

12 x 1 1/4" Screws
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Installation Steps:
Install the eave trim over the edge plate, starting the trim flush with the end of the edge plate and the rake angle. 
Fasten the eave trim at 5’ centers with pancake head screws to hold the trim in position until the panels are 
installed.

To insure water tightness, lap the trim approximately 2”, seal with tube caulk, and fasten together with rivets or 
stitch screws.

Apply a continuous strip of tape sealant along the top, outside edge of the eave trim, leaving the protective paper 
on the tape. The tape should be peeled back to the width to the panel being installed at the time of installation of 
the panel.

 
 

Panhead Screws
at 5'-0" O.C.

Eave Trim

Wall

Edge Plate

Eave Strut

   Sealant Tape
Under Edge Plate

Eave Trim flush
 with Rake Angle

Extend tape sealant
 1/2" beyond end

of Eave Trim

Tape Sealant

End View

Wall
Eave
Strut

Tape Sealant

INSTALLING EAVE TRIM





Temporary structural
Fastener 10' on center

Structural Fasteners
(2) Per Washer

Align edge of Rake Plate 
flush with outside face of 
Rake Angle if straight. 
Otherwise use chalk line.Rake Angle

Rake Plate

Starting Roof PanelRoof Panel

4" max.
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FLOATING RAKE

Project conditions generally determine which position 
to place the rake plate. The position of the rake plate will 
depend on the location of the roof panel as shown on the 
above illustrations.

If the edge of the panel extends 4” or more beyond the face of 
the rake angle, install the rake plate in the alternate position.

If the leading edge of the panel extends less than 4” beyond 
the face of the rake angle, install the rake plate in the 
standard position.

If the rake condition requires transition flashing, refer to 
the following page.

STANDARD RAKE PLATE POSITION

Roof Panel

Structural Fasteners
(2) Per Washer

Align edge of Rake Plate 
flush with face of Rake 
Angle if straight. 
Otherwise use chalk line 
or straight line.

Rake Angle

Rake Plate

Tape Sealant

Tape Sealant

4" max.

Structural Fasteners
(2) Per Washer

Fied cut excess
Roof Panel

Rake Plate

Rake Angle

4" min.
ALTERNATE RAKE PLATE POSITION

Roof Panel

Align step of Rake Plate 
�ush with face of Rake 
Angle if straight. 
Otherwise, use chalk line 
or straight line.
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Installing First Panel:
The roof panel’s eave overhand dimension is critical as it establishes the location of endlaps and ridge cover 
attachment points.

Apply tape sealant to rake plate

The end of the roof panel extends 2” beyond the face of the eave trim unless another dimension is specified. If 
insulation spacer blocks are required, place the blocks on top of the insulation directly over the roof structural. 
Spacer blocks are not required at the eave structural.

Position the female edge of the panel over the rake plate as previously shown and position the end of the panel 
2” beyond the face of the eave trim.

Make sure panel is straight, square and true with the rake plate before applying temporary fasteners through 
the sheet into the rake plate on 10’ centers. These will be removed later to accommodate the termination trim 
and rake trim.

Do not completely remove all of the eave’s sealant protective paper at this time.

 

2"

Eave Strut

Wall Panel

Female Edge

Male Edge

Roof Panel

Thermal Block at
each purlin,
if required

Insulation

Eave Trim

Tape Sealant  Protective Paper -
Peel back only enough to install

next panel

Roof Panel

Eave Trim

Edge Plate

2
3

4

1

STARTING PANEL
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Installation Steps:
To begin rake installation, remove temporary screws that are holding the panel edge into the rake plate.

Using a chalk line, mark the inside edge of the rake plate. This will be the line you use to determine proper 
placement of tape sealant and Rake Closure.

The Rake closure must be installed for ridge to eave to provide for watershed at the termination splices.

Position the zee so its bottom flange is turned outward and its inside edge is flush with the inside edge of the 
sealant. Position the end of the zee flush with the uphill end of the roof panel.

Uniformly press the Closure against the sealant to assure adhesion.

Attach the Rake Closure with roof fasteners at 12” spacing. Check that the fasteners penetrate the center of the 
sealant and securely engage the rake plate.

Rake Slide Trim

#14 x 7/8" Lap 
Tek Screw

RPN Wall Sheets

Optional Closure

Rake Angle

Rake Plate

Sealant

Rake Closure

Mueller Snap Lock Panel

#14 x 7/8" Lap 
Tek Screw on 12"
Centers

Rake Trim

12"

Isometric View

Termination Zee

Rake Plate

Endlap Sealant
TERMINATION ZEE SPLICE

(2) 3/16" dia. beads Tube Sealant

Pigtail

1/8"

Rake Plate

Lap Zee 2"

Termination Zee

2"

1/8" dia. 
Blind Rivet

Roof Fastener
Termination
Roof Panel

Termination Zee

Rake Plate

Endlap Sealant

(2) 3/16" dia. beads Tube Sealant

Pigtail

1/8"

1/2"

FLOATING RAKE DETAILS
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Installation Steps continued:
Install the rake trim from eave to ridge to provide for water-shed at the splices.

Install flashing sealant continuous along the top flange of the rake closure.

Start the down-slope end of the rake trim flush with the end of the roof panel.

Check that the rake trim is properly aligned with the face of the wall panel.

Fasten the rake trim to the rake closure with lap fasteners at 12” spacing as shown.

Be sure to check that the fasteners penetrate the center of the sealant and securely engage the rake closure.

Tape Sealant

Rake
Trim

Purlin 

Rake Slide Trim

Screw
Rafter

Rake Angle

Mueller Snap 
Lock Sheet

RPN Wall Sheets

#14 x 7/8" Lap Tek Screw
12" centers

#14 x 7/8" Lap Tek  

Rake Closure

Rake Plate

Optional Closure

FLOATING RAKE DETAILS
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Splice rake trim with tube sealant and lap screws. The lap must always be the uphill rake over the  
downhill rake.

At a ridge, field cut the rake trim 2” back from the center line of the ridge.

At a high eave connection, field cut the rake trim as required to assure a weathertight connection to  
that connection.

2"

1 1/2" 1/2"

 

 
Tape Sealant

3/16" Dia.
Sealant Tab

3/16" Dia. Bead
Tube Sealant

Downslope Rake Trim

Rake Trim

Secure Lap with 1/8"
dia. Blind Rivets

Lap Screw
Top of Rake

Position Rake Trim
so exposed edge is
factory cut

Metal Closure
Tape Sealant

Finish end of
Rake Trim

Rake Trim

Bend up or notch Rake
Trim to clear Metal Closure

Rake Closure

RAKE TRIM SPLICE

RAKE TRIM AT RIDGE

LAPPING AND SEALING RAKE TRIM
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End caps must be field cut and folded to fit. Install with tube sealer and pop rivets or stitch screws.

1/2"

 Notch to clear
Roof Panel

Starting or Ending
Roof Panel

Eave Trim

Rake Trim
End Cap

Rake Trim

Starting or Ending
Roof Panel

Eave Trim

Rake Trim
End Cap

Rake Trim

Secure with 1/8"
dia. Blind Rivets
or Stitch Screws

Set End Cap flush
with end of Rake Trim

END CAP DETAIL

Field Cut and bend
tab to fit

END CAP INSTALLATION
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FIXED VALLEY
�Installation Steps (use only with fixed eave)
1.	 If applicable, install insulation before proceeding (insulation omitted for clarity).
2.	 �Install four runs of hat section up the valley as shown, securing to the purlins with # 10 x 1 self drill pan head 

screws (this step is applicable when insulation or thermal blocks are specified).
3.	 Install the two piece 14 ga. Valley Support Plates with #10 x 1 self drill pan head screws.
4.	 Install Valley trim over the Valley Support Plates. Secure with #10 x 1 self drill pan head screws (5’ centers).
5.	 Install butyl tape sealant 4” to 5” from center of the valley trim.
6.	 �Attach panel to Valley Support Plate using #12 x 1 ¼ self drill screws, on 4’ centers, through the butyl tape 

sealant and the Valley Trim into the Valley Support Plate.
7.	 Seal the ends of the panel legs using tube sealant.

Mueller Snap
 Lock Panel

# 10 x 1"
 Pan Head  
Self Drill Screw

Valley Trim

Valley Plates

#12 x 1 1/4" Self Drill
Tek Screw with Washer

Tape
Sealant

Fill Panel Ends 
With Butyl Tube 
Sealant

4" +/-

Mueller Lock
Panel

Valley
Trim

#12 x 1 1/4" Self Drill  
Tek Screw with Washer

4" +/-

#12 x 1 1/4" Self Drill 
Tek Screw

4" Typical

#10 x 1" Pan Head 
Self Drilling Screw 

on 24" Center

2 - Piece, 14 ga.,
Valley Plate

Tape
Sealant

PurlinPurlin

Isometric View
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FLOATING VALLEY
�Installation Steps: (use only with fixed Ridge/Hips)
1.	 �Install four runs of hat section/channel up the valley as shown, securing to the purlins with #10 x 1 self drill pan 

head screws (this step is applicable only when insulation or thermal blocks are specified).
2.	 �Install the two piece 14 ga. Valley Support Plates with #10 x 1 self drill pan head screws.
3.	 �Install Valley Trim over the Valley Support Plates. Secure with #10 x 1 self drill pan head screws (5’ centers).
4.	 �Install butyl tape sealant 4” to 5” from center of the valley trim.
5.	 �Install edge plates over the butyl tape sealant using #10 x 1 self drill pan head screws on 12” centers.
6.	 �Field cut and hem panel ends. Install over edge plate.
7.	 �Seal the ends of the panel legs using tube sealant.

Mueller Lock
Panel

Valley
Trim

#12 x 1 1/4" Self Drill
Tek Screw

4" Typical

#10 x 1" Pan Head 
Self Drilling Screw 

on 24" Center

2 - Piece, 14 ga.,
Valley Plate

Tape
Sealant

PurlinPurlin

Edge Plate

#10 x 1" Pan Head
Self Drilling Screw
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FIXED RIDGE
�Installation Steps: (use only with floating eave and valley)
Note: On this application the ridge purlins must be set by manufacturing to accommodate the standard ridge  
trim or the ridge trim must be custom made wider to fit the standard ridge purlin spacing.
1.	 Install the butyl tape sealer across the flat of the panel, aligned over the top purlin.
2.	 Fasten end dam through butyl tape sealant and panel to purlin using #12 x 1 ¼ self drill screws on 4” centers.
3.	 Use butyl caulk to seal the ends of the end dam.
4.	 Apply butyl tape sealant to the top of the end dam.
5.	 Fasten Ridge trim to end dam using #14 x 7/8 lap screws on 6” centers.

Ridge Screw  Sequence

Clip

Mueller Snap
Lock Panel

Tape 
Sealant

Tape 
Sealant

Tube Sealant on
 Vertical Edges

Ridge Trim
End Dam #14 x 7/8" Lap 

Tek Screw

6" 6"

2"

#10 x 1" Pan Head
Self Drilling Screw
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�Installation Steps: (use only with fixed eave and valley)
1.	 Slide the backup channel underneath the end of the panel as shown.
2.	 �To accommodate the width of the Ridge Trim, apply the butyl tape sealant across the pan of the panel, 

aligned over the backup channel.
3.	 Install the end dam using #12 screws on 4” centers through the panel and the backup channel as shown.
4.	 Use tube sealant to seal the ends of the end dam.
5.	 Apply butyl tape sealant to the top of the end dam.
6.	 Fasten Ridge trim to end dam using #14 x 7/8 Lap screws on 6” centers.

#12 x 1 1/4" Self Drill 

Ridge Screw  Sequence

Clip

Mueller Snap
Lock Panel

Tube Sealant on
 Vertical Edges

Ridge Trim

Back Up Channel

#10 x 1" Pan Head
Self Drilling Screw

End Dam #14 x 7/8" Lap 
Tek Screw

6" 6"
2"

Tek Screw with Washer PurlinPurlin

2" Minimum Clearance

Tape 
Sealant

FLOATING RIDGE
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FLOATING VENTED RIDGE
�Installation Steps: (use only with fixed eave and valley)
1.	 Slide the backup channel underneath the end of the panel as shown.
2.	 �To accommodate the width of the ridge trim and vent trim, apply the butyl tape sealant across the pan of the 

panel, aligned over the backup channel.
3.	 Install the end dam using #12 screws on 4” centers through the panel and the backup channel as shown.
4.	 Use butyl caulk to seal the ends of the end dam.
5.	 Apply butyl tape sealant to the top of the end dam.
6.	 Attach vent trim to the top of end dam as shown using #14 lap screws on 6” centers.
7.	 Apply butyl tape sealant to the top of vent trim. 
8.	 Attach Ridge Trim with #14 lap screws on 2’ centers.

#12 x 1 1/4" Self Drill 

Clip

Mueller Snap
Lock Panel

Tube Sealant on
 Vertical Edges

Tape Sealent

Trim for
Vented Ridge

Back Up Channel

#10 x 1" Pan Head
Self Drilling Screw

End Dam

#14 x 7/8" Lap 
Tek Screw

Ridge Screw  Sequence

6" 6"
2"

Tek Screw with Washer PurlinPurlin

Vent Trim

2" Minimum Clearance
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Clip

Mueller Snap
Lock Panel

Tape 
Sealant

Tube Sealant on
 Vertical Edges

Hip Trim
"Z" Closure

#14 x 7/8" Lap
Tek Screw

Hip Screw Sequence

6" 6"
2"

2 - Piece, 14ga.,
Hip Plate

#10 x 1" Pan Head
Self Drilling Screw

#12 x 1 1/4" Self Drill 
Tek Screw with Washer

Tape 
Sealant

�Installation Steps: (use only with floating eave or valley)
1.	 Install 14 ga. Hip support plate using #10 x 1 self drill pan head screws to attach to purlin. The 1” leg should be 

pointing to the top.
2.	 Install the panels with the ends bevel cut to the slope of the hip.
3.	 �To accommodate the width of the hip trim and the placement of the Z closures, apply the butyl tape sealant to 

the panel as shown.
4.	 Field cut and attach Z closure to panel and hip support plate using #12 screws on 4” centers.
5.	 Seal the ends of the Z closure using butyl caulk.
6.	 Apply butyl tape sealant to the top of the Z closure.
7.	 Attach hip trim to the Z closure using #14 x 7/8 lap screws on 6” centers.

FIXED HIP
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FLOATING HIP
�Installation Steps: (use only with fixed eave or valley)
1.	 �Install 14 ga. Hip support plate using #10 x 1 self drill pan head screws to attach to purlin. The 1” leg should  

be pointing to the top.
2.	 Install the panels with the ends bevel cut to the slope of the hip.
3.	 Slide the backup angle under the bottom of the panels at least 2” from the purlin clips as shown, 4” leg down.
4.	 �To accommodate the width of the hip trim, apply the butyl tape sealant to the panel over the backup angle  

as shown.
5.	 Field cut and attach Z closure to panel and backup angle using pop rivets on 4” centers.
6.	 Seal the ends of the Z closure using tube sealant.
7.	 Apply butyl tape sealant to the top of the Z closure.
8.	 Attach hip trim to the Z closure using #14 x 7/8 lap screws on 6” centers.

Clip

Mueller Snap
Lock Panel

Tape 
Sealant

Tube Sealant on
 Vertical Edges

Hip Trim
"Z" Closure

2" x 4"
Backup Angle

#14 x 7/8" Lap
Tek Screw

Hip Screw Sequence

6" 6"
2"

2 - Piece, 14ga.,
Hip Plate

#10 x 1" Pan Head
Self Drilling Screw

Pop Rivets
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�Installation Steps: (use only with fixed eave)
1.	 Using temporary clamps, attach backup channel to panel 2” below the eave strut. This step should 

occur as panels are applied. Locate backup channel to accommodate attachment of rake trim.
2.	 Apply butyl tape sealant to the panel, centered on the backup channel.
3.	 �Apply end dam and attach using #12 x 1 ¼ self drill screws on 4” centers.
4.	 �Seal the end dam sides with tube sealant.
5.	 �Apply butyl tape sealant to the top of the end dam.
6.	 Attach High side eave trim to the end dam using #14 x 7/8 lap screws on 6” centers as shown.

Mueller Snap
Lock Panel

Tape Sealant

Back Up Channel

End Dam

#12 x 1 1/4" Self Drill 
Tek Screw with Washer

Tube Sealant on
Vertical Edges

Eave Strut

Rake Trim

#14 x 7/8" Lap 

Optional Closure

Tek Screw

RPN Wall Sheet

Clip

#10 x 1" Pan Head
Self Drilling Screw

Tape 
Sealant

#14 x 7/8" Lap 
Tek Screw

2" Minimum
Clearance

FLOATING HIGH SIDE EAVE
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Purlin

Rake Angle
by others

Rake Plate

Rake Closure

Counter Flashing by Others

#14 x 7/8" Lap Tek Screw on 12" Center

Side Wall Trim

Tape Sealant

#14 x 1 1/4" Clip Screw

Installation steps:
1.	 To begin starting panel first attach rake plate to the existing rake using structural fasteners.
2.	 Apply tape sealant to the to the top inside leg of the rake plate.
3.	 Place female leg of the first panel over the rake plate and temporarily secure with fasteners 10' on 

Center.
4.	 Install rake closure as specified on page 41.
5.	 With tape sealant placed on top of closure, install sidewall trim as shown with #14 x 7/8” lap screws 

on 12" centers.
6.	 Attach appropriate counter flashing as required by the application. This is supplied by others.

SIDE WALL / PARAPET DETAILS
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2"
7"

Back Up Channel

End Dam

Tape Sealant

Tape Sealant

End Wall Trim

Butyl Caulk     

#12 x 1 1/4" Self Drill 
Tek Screw with Washer

Clip

#10 x 1" Pan Head
Self Drilling Screw

Counter Flashing by Others

Mueller Snap
Lock Panel

Purlin
2" Minimum Clearance

�Installation Steps: (use only with fixed eave)
1.	 Slide the backup angle underneath the end of the panel as shown.
2.	 �To accommodate the placement of the End Wall trim, apply the butyl tape sealant across the pan of the 

panel, aligned over the backup channel.
3.	 Install the end dam using #12 screws on 4” centers through the panel and the backup channel as shown.
4.	 Use butyl caulk to seal the ends of the end dam.
5.	 Apply butyl tape sealant to the top of the end dam.
6.	 Fasten End Wall trim to end dam using #14 x 7/8 Lap screws on 6” centers.

END WALL / PARAPET DETAILS



37

2

3

4
5

1

1 1/2" 

  

6 " 

Mueller Snap
Lock Upper 
PanelMueller Snap 

Lock Lower
Panel

 

#12 x  1 1/4" Self Drill
Tek Screw with Washer

Sealant

Back Up 
Channel

Back Up 
Channel

Purlin

Mueller Snap Lock
Lower Panel

Mueller
 Snap Lock

Upper Panel

#12 x 1 1/4" Self Drill
Tek Screw with Washer

Sealant

2" Minimum Clearance

�Installation Steps: 
1.	 Install lower panel as detailed in the installation instructions.
2.	 �Attach the backup channel underneath the panel with clamps, align the center of the channel 4 ½” down from 

the top end of the lower panel. The channel must be 2” min. from the nearest purlin as shown.
3.	 �Install butyl tape sealer on the lower panel, centered over the backup channel 4 ½” from the upper end of the 

panel. Start at the outside bottom of the female rib, extending up and over the rib, down to the pan of the 
panel, across the width of the panel, and up and over the male rib as pictured.

4.	 Install the upper panel by snapping it over the lower panel. Fasten using five self drill screws in the fastener  
sequence shown above.

ENDLAP
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WOOD DECK APPLICATION 
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Installation steps:
1.	 To begin starting panel you must first attach rake plate with structural wood screws, supplied by others.
2.	 With tape sealant applied to the top inside leg of the rake plate, place female leg side of panel over the top of 

rake plate and secure temporarily with structural screws on 10’ centers.
3.	 Install Rake Closure as pictured using tape sealant and secure using #12x1 1/4” SD screws through the 

closure, sealant, panel, and rake plate, 12” on center.

Tape Sealant

Rake Plate

Rake
Trim

Rake Slide Trim

Underlayment

Wood Deck

#14 x 7/8" Lap Tek Screw

#9 x 1 1/2"
Woodgrip Screw

Rake Zee

End View

FLOATING RAKE DETAILS  |  WOOD DECK
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Isometric View

Installation steps continued:
4.	 Apply tape sealant to the top of the Rake Closure and install Rake Trim as shown with #14x 7/8” lap screws 

on 12” centers.
5.	 Attach Rake Slide Trim over bottom edge of the Rake Trim securing with #9 woodgrip screws on 12” centers.
6.	 For last panel run, field cut the panel if necessary to form a 1 ¾” up turned leg that will position against the 

slotted rake angle when installed. Then complete the trim using the above steps.

Rake Slide Trim

#14 x 7/8" Lap 
Tek Screw

RPN Wall Sheets

Optional Closure

Rake Angle

Rake Plate

Sealant

Rake Closure

Mueller Snap Lock Panel

#14 x 7/8" Lap 
Tek Screw on 12"
Centers

Rake Trim

12"

FLOATING RAKE DETAILS  |  WOOD DECK
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�Installation Steps: (use only with floating ridge/hip)
1.	 Install eave trim onto the eave using #10 x 1 pan head screws, 3 per 10’.
2.	 Apply butyl tape sealant to top leg of the eave trim as shown.
3.	 Install panel and screw to the eave using 1 ½” screws. Panel should overhang the eave trim by 1 ¼” to 

accommodate optional gutter.
4.	 Seal the ends of the panel legs using tube sealant.

Mueller Snap
Lock Sheet

Lap Tek Low Profile Wood Deck

Underlayment

Woodgrip
Screw

(for Eave Trim Only) 

Eave Trim

Sealant #10 X 1" 
Pan Head 
Woodgrip Screw

Clip
1 1/2" Low 
Profile Woodgrip

2
3

4

1

Optional
Gutter

FIXED EAVE  |  WOOD DECK
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FLOATING EAVE  |  WOOD DECK
�Installation Steps: (use only with fixed ridge/hip)
1.	 �Install either eave trim or optional gutter onto the eave using #10 x 1 woodgrip pan head screws, 3 per 10'.
2.	 Apply butyl tape sealant to top leg of the eave trim or gutter as shown.
3.	 Install edge plate over butyl tape sealant using #10 x 1 woodgrip pan head screws, on 1’ centers.
4.	 Field notch, hem and fold the panel, then slide hemmed edge over edge plate as shown.
5.	 Attached clips as specified.
6.	 Seal the ends of the panel legs using tube sealant.

Wood Deck

Underlayment

 
 

 

Mueller Snap 
Lock Sheet

Eave Trim

Clip

Edge Plate

#10 X 1" Pan 
Head Woodgrip Screw

Sealant

Optional
Gutter
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�Installation Steps (use only with fixed eave)
1.	 �Install Valley trim over the Underlayment and deck. Secure with #10 x 1” woodgrip pan head 

screws (5’ centers).
2.	 Install butyl tape sealant 4” to 5” from center of the valley trim.
3.	 �Field cut and attach panel to Valley using 1 ½” wood grip screws, on 4” centers, through the butyl 

tape sealant and the Valley Trim into the deck.
4.	 Seal the ends of the panel legs using tube sealant.

Mueller Snap
 Lock Panel

# 10 x 1"
 Pan Head Screw

Valley Trim

Underlayment       

Underlayment       

1 1/2" Low Pro 
Woodgrip Screw

Tape
Sealant

Fill Panel Ends 
With Tube Sealant

4" +/-

Mueller Snap
Lock Panel

Valley
Trim

1 1/2" Low Pro
Woodgrip Screw

4" +/-

4" Typical

Tape
Sealant

Wood Deck

Underlayment

Isometric View

FIXED VALLEY  |  WOOD DECK
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�Installation Steps: (use only with fixed Ridge/Hips)
1.	 �Install Valley Trim over the Valley from the bottom up. Secure with #10 x 1 woodgrip pan head  

screws (5’ centers).
2.	 �Install butyl tape sealant 4” to 5” from center of the valley trim.
3.	 �Install edge plates over the butyl tape sealant using #10 x 1 woodgrip pan head screws on 12” centers.
4.	 �Field cut and hem panel ends. Install over edge plate as shown.
5.	 �Seal the ends of the panel legs using tube sealant.

Mueller Snap 
Lock Panel

Transition
Trim

Tape
Sealant

End Dam

Tape Sealant

Mueller Snap
Lock Panel

Underlayment

Pop Rivets

FLOATING VALLEY  |  WOOD DECK
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�Installation Steps: (use only with floating eave and valley)
1.	 Install the butyl tape sealer across the panel, aligned to accommodate ridge trim and end dam.
2.	 Fasten end dam through butyl tape sealant and panel to deck using 1 ½” wood grip screws on 4” centers.
3.	 Use butyl caulk to seal the ends of the end dam.
4.	 Apply butyl tape sealant to the top of the end dam.
5.	 Fasten Ridge trim to end dam using pop rivets.

Clip

Mueller Snap
Lock Panel

Tape 
Sealant Tape Sealant

Tube Sealant on
 Vertical Edges

Ridge Trim
End Dam

Pop Rivets

#10 x 1"
Pan Head

Woodgrip Screw

Wood Deck

Underlayment

FIXED RIDGE & HIP  |  WOOD DECK
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�Installation Steps: (use only with fixed eave or valley)
1.	 Install the panels with the ends bevel cut to the slope if applying to hip.
2.	 �Slide the backup angle under the bottom of the panels at least 2” from the purlin clips with 2” leg turned up 

as shown.
3.	 �To accommodate the width of the hip/ridge trim, apply the butyl tape sealant to the panel over the backup 

angle as shown.
4.	 �Field cut and attach Z closure on hips, use end dams on ridges, attach the closure to the backup angle using 

pop rivets on 4” centers as shown.
5.	 Seal the ends of the closures or the end dams using tube sealant.
6.	 Apply butyl tape sealant to the top of the Z closure or end dam.
7.	 Attach ridge/hip trim to the Z closure or end dam using #14 x 7/8 lap screws on 6” centers.

Wood Deck

Clip

Mueller Snap
Lock Panel

Tape 
Sealant

Tube Sealant on
 Vertical Edges

Ridge/Hip Trim

"Z" Closure
or End Down

2" x 4"
Backup Angle

#14 x 7/8" Lap
Tek Screw

Hip Screw Sequence

6" 6"
2"

Underlayment

#10 x 1" Pan
Head Screw

Pop Rivets

FLOATING HIP & RIDGE  |  WOOD DECK
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Installation steps:
1.	 First attach the rake plate to the existing wood deck using structural wood screws, (supplied by others)
2.	 With mastic applied to the top inside leg of the rake plate, place female leg side of panel over the top of rake 

plate and secure temporarily with structural screws on 10’ centers.
3.	 Install Rake Closure as pictured using tape sealant and secure using #12x1 1/4” SD screws through the 

closure, sealant, panel, and rake plate, 12” on center.
4.	 Apply tape sealant to the top of the Rake Closure and install side wall trim as shown with #14 x 7/8” lap 

screws on 12” centers.
5.	 Attach the appropriate counter flashing as required by the application. This is supplied by others.
6.	 For last panel run, field cut the panel if necessary to form a 2” up turned leg that will position against the wall 

when installed. Then complete the trim using the above steps.

Counter Flashing by Others

Side Wall Trim

Wood Deck

Underlayment

#14 x 7/8" Lap Tek Screw on 6" Center

Rake Angle
by others

Rake Plate

Tape Sealant

#14 Deck Screw

SIDE WALL / PARAPET DETAILS | WOOD DECK
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�Installation Steps: (use only with floating eave)
1.	 Apply butyl tape sealant to the panel, to accommodate the high side eave trim and end dam.
2.	 �Apply end dam and attach using 1 ½” woodgrip screws on 4” centers.
3.	 �Seal the end dam sides with tube sealant.
4.	 �Apply butyl tape sealant to the top of the end dam.
5.	 Attach High side eave trim to the end dam using Pop Rivets as shown.

Mueller Snap
Lock Panel

Tape Sealant

End Dam

#12 1 1/2" Woodgrip Screw

Tube Sealant on
Vertical Edges

Tape 
Sealant

Pop Rivets
12" OC

High Side
Eave Trim

#12 1 1/2"
Woodgrip

Screw Wood Deck

Underlayment

FIXED HIGH SIDE EAVE  |  WOOD DECK
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Wood Deck

Underlayment

2
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4
5

1

1 1/2" 

6 " 

Mueller Snap
Lock Upper 
PanelMueller Snap 

Lock Lower
Panel

 

#12 x  1 1/2" 
Woodgrip Screw

Sealant

Mueller Snap Lock
Lower Panel

Mueller Snap
Lock Upper Panel

#12 x 1 1/2" 
Woodgrip Screw

Sealant

�Installation Steps (Both the ridge and eave are floating): 
1.	 Install lower panel as detailed in the installation instructions.
2.	 �Install butyl tape sealer on the lower panel, centered over the backup channel 4 ½” from the upper end of 

the panel. Start at the outside bottom of the female rib, extending up and over the rib, down to the pan of 
the panel, across the width of the panel, and up and over the male rib as pictured.

3.	 Install the upper panel by snapping it over the lower panel. Fasten using five screws in the fastener  
sequence shown.

FIXED ENDLAP  |  WOOD DECK
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DESIGN & FIELD HEMMING

Installed Panel Cross Section

Seal with Tube Sealant

Panel Clip

Factory
Mastic

MSL Panel

Panel Clip Installation

Factory
Mastic

Panel Clip

MSL Panel

NOTE
1. �Fill end of panel seam at eave and valleys 

with sealant.
2. �For UL 90 rating, UL 90 clips with two 

fasteners must be used.

1 1/2" 1½" 

1½" 

½" 

½" 
1"PANEL

ENGAGEMENT

Mueller Snap 
Lock Panel

 Hemming Tool

Field Cut-Out

Field Cut-Out

Design

Field Hemming
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MSL RESIDENTIAL APPLICATION 



UNDERLAYMENT

UNDERLAYMENT
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MSL Panel

MSL Panel

Wafer Head 
Screw 5' O.C.

Butyl Tape

Adjustable Strip 
#1476

Adjustable Gable 
Trim #1477 Color Side

Adjustable Gable 
Trim #1477 Color Side

Titanium

Titanium
Substrate

Adjustable Strip 
#1476

Wafer Head Screws
Applied Through 
Butyl Tape 12" O.C.

STARTING AND ENDING PANEL INSTALLATION
RESIDENTIAL RAKE DETAILS

Details are subject to change without prior notice.

Starting Panel
1.	 Apply adjustable strip as previously instructed.
2.	 Remove the overlap rib of the panel, making a straight cut the length of the panel.
3.	 Apply butyl tape continuously down the length of the adjustable strip, covering the wafer head screws.
4.	 Insert the cut edge of the panel into the strip, making sure the panel is seated fully into the strip.
5.	 Attach the standing seam clips on the required centers.

NOTE: Alternate trim profiles are acceptable using the screw pattern shown.

Ending Panel
1.	 Remove the underlap rib of the panel at a point that is inside the adjustment portion of the gable trim, 

making a straight cut the length of the panel (optimal 2” from gable edge).
2.	 Apply adjustable strip as previously instructed.
3.	 Test apply the panel to assure proper fit.
4.	 Apply butyl tape and insert last panel into strip, making appropriate panel lap.

NOTE: Alternate trim profiles are acceptable using the screw pattern shown.
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�Installation Steps: (use only with fixed Ridge/Hips)
1.	 �Install Valley Trim over the Valley from the bottom up. Secure with #10 x 1 woodgrip pan head  

screws (5’ centers).
2.	 �Install butyl tape sealant 4” to 5” from center of the valley trim.
3.	 �Install edge plates over the butyl tape sealant using #10 x 1 woodgrip pan head screws on 12” centers.
4.	 �Field cut and hem panel ends. Install over edge plate as shown.
5.	 �Seal the ends of the panel legs using tube sealant.

Wood Deck

Underlayment

Mueller Snap 
Lock Panel

Valley
Trim

4" Typical

Tape
Sealant Edge Plate

#10 x 1" Pan Head
Woodgrip Screw

FLOATING VALLEY  |  WOOD DECK
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�Installation Steps: (use only with floating eave and valley)
1.	 Install the butyl tape sealer across the panel, aligned to accommodate ridge trim and end dam.
2.	 Fasten end dam through butyl tape sealant and panel to deck using 1 ½” wood grip screws on 4” centers.
3.	 Use tube sealant on the ends of the end dam.
4.	 Apply butyl tape sealant to the top of the end dam.
5.	 Fasten Ridge trim to end dam using pop rivets.

Clip

Mueller Snap
Lock Panel

Tape 
Sealant Tape Sealant

Tube Sealant on
 Vertical Edges

Ridge Trim
End Dam

Pop Rivets

#10 x 1"
Pan Head

Woodgrip Screw

Wood Deck

Underlayment

FIXED RIDGE & HIP  |  WOOD DECK



58

14ga Slotted
Rake Angle

Rake Trim
Support Angle

Counter Flashing by Others

Pop Rivets

Side Wall Trim

#12 x 1 1/4" SD Tek  Hex with Washer

Tri-Bead 
Sealant

#14 x 1 1/4 " SD
Shoulder Screw

Wood Deck

Underlayment

Installation steps:
1.	 �To begin starting panel first attach the Slotted Rake Angle to the existing wood deck using #14 x 1¼”  

SD Shoulder tek screws as shown.
2.	 Place the female leg of the first panel over the upturned edge of the Slotted Rake Angle.
3.	 �Install Rake Trim Support Angle as pictured using tri bead sealant and secure using #12 x 1¼” SD screws thru 

the Rake Trim Support Angle, tri bead, panel leg and into the 14 ga. Slotted Rake Angle.
4.	 �Apply tri bead to the top of the Rake Trim Support Angle and install side wall trim as shown with pop rivets 

on 12” centers.
5.	 Attach the appropriate counter flashing as required by the application. This is supplied by others.
6.	 �For last panel run, field cut the panel if necessary to form a 1 ¾” up turned leg that will position against the 

slotted rake angle when installed. Then complete the trim using the above steps.

SIDE WALL  / PARAPET DETAILS  |  WOOD DECK
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�Installation Steps: (use only with floating eave)
1.	 �Apply butyl tape sealant to the panel, to accommodate the high side eave trim and end dam.
2.	 �Apply end dam and attach using 1 ½” woodgrip screws on 4” centers.
3.	 �Seal the end dam sides with tube sealant.
4.	 �Apply butyl tape sealant to the top of the end dam.
5.	 Attach High side eave trim to the end dam using pop rivets as shown.

Mueller Snap
Lock Panel

End Dam

#12 1 1/2" Woodgrip Screw

Tube Sealant on
Vertical Edges

Tape 
Sealant

Pop Rivets

Tape Sealant

High Side
Eave Trim

#12 1 1/2"
Woodgrip

Screw Wood Deck

Underlayment

FIXED HIGH SIDE EAVE  |  WOOD DECK
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FLOATING VALLEY  |  WOOD DECK
�Installation Steps: (use only with fixed Ridge/Hips)
1.	 �Install Valley Trim over the Valley from the bottom up. Secure with #10 x 1 woodgrip pan head  

screws (5’ centers).
2.	 �Install butyl tape sealant 4” to 5” from center of the valley trim.
3.	 �Install edge plates over the butyl tape sealant using #10 x 1 woodgrip pan head screws on 12” centers.
4.	 �Field cut and hem panel ends. Install over edge plate as shown.
5.	 �Seal the ends of the panel legs using tube sealant.

Wood Deck

Underlayment

Mueller Snap 
Lock Panel

Valley
Trim

4" Typical

Tape
Sealant Edge Plate

#10 x 1" Pan Head
Woodgrip Screw
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1.	 Apply lower panels.
2.	 Apply butyl tape sealant to lower panel to accommodate the end dam and transition flashing.
3.	 Apply end dam and attach using woodgrip screws on 4” centers an seal end dam sides with tube sealant.
4.	 Apply butyl tape to top of end dam.
5.	 �Attach lower transition flashing to top of end dams using pop rivets, making sure to maintain roof pitch on 

the lower flashing. 
6.	 Place a row of butyl tape at a point that will accommodate the upper edge plate.
7.	 Hem and install the appropriate upper panels.

NOTE: Alternate trim profiles are acceptable using the screw pattern shown.

ROOF PITCH CHANGE INSTALLATION
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FIXED ENDLAP  |  WOOD DECK

Wood Deck

Underlayment

2

3

4
5

1

1 1/2" 

6 " 

Mueller Snap
Lock Upper 
PanelMueller Snap 

Lock Lower
Panel

 

#12 x  1 1/2" 
Woodgrip Screw

Sealant

Mueller Snap Lock
Lower Panel

Mueller Snap
Lock Upper Panel

#12 x 1 1/2" 
Woodgrip Screw

Sealant

�Installation Steps: 
1.	 Install lower panel as detailed in the installation instructions.
2.	 �Install butyl tape sealer on the lower panel, centered over the backup channel 4 ½” from the upper end of the 

panel. Start at the outside bottom of the female rib, extending up and over the rib, down to the pan of the 
panel, across the width of the panel, and up and over the male rib as pictured.

3.	 Install the upper panel by snapping it over the lower panel. Fasten using five screws in the fastener  
sequence shown.
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