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12 x 20 Carport Instructions



List of Materials
MARK QTY DESCRIPTION LENGTH

P-1 5 6" x 2½" C-BAR 12'-2½"

(

ER-1 2 6" x 2 CAP CHANNEL 19'-6"
TC-1 4 4" x 4" SQUARE TUBE 10'-0"

8 BOLT - HEX HEAD ½" x 1"
20 BOLT - FLAT HEAD ½" x 1"
(4) 4" x 4" x 12' OPTIONAL)

C- Bar Purlin

NOTE: Sheets are to hang off the low side.
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NOTE: Carport kits are not engineered.
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½" x 1"  

Flat Head Bolt
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Hex Head Bolt

Cap Channel
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NOTE:  12' columns optional. Add 2' 
to all height dimensions.

NOTE: Carport kits are not engineered.
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Finish Floor

SET COLUMNS

(Holes in column must face to the center of the carport)

ALL INSTRUCTIONS MUST BE READ PRIOR TO INSTALLATION
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FRAMING

1  Turn open face of purlin to the center of carport. Align pre-
punched holes in column and purlin (P-1) and attach with ½" 
Hex Head bolts as shown.

2 Repeat step 1 at all columns as shown in framing details.

3  Install both cap channels (ER-1) as shown in the framing detail. 
End of cap channel should be 4'-6" from center of column. 
Making sure the purlins (P-1) are inserted as deep as possible 
into the cap channels. Attach with bolts as shown.

4  Center purlin (P-1) is installed according to dimensions shown on 
drawing, and attached with bolts as shown. Turn open face of 
purlin either direction.

5  Install the high side (P-1) and low side (P-1) purlins with the open 
face of purlin pointed towards the center of the carport. Insert 
the purlins as far as possible into the cap channel (ER-1) and 

attach with Flat Head bolts as shown.

½" x 1" 
Hex Head Bolt

½" x 1" 
Flat Head Bolt



Mueller, Inc. 12 x 20 Carport Instructions 6

CROSS SQUARE THE FRAME (EXAMPLE)

Measure the frame corner to corner diagonally making sure both dimensions are the same. If not, pull the frame 
square before starting sheeting. Commonly used tools are come-a-longs and ratchet straps. Squaring the frame is 
critical to make the sheets run true on the frame and will affect appearance and ease of installation. Re-check level on 
both P-1 purlins running column to column then add concrete and allow to dry.
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ROOF SHEETS

1  
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OPTIONAL TRIM PACKAGE

RAKE TRIM

½" x 1" 
Flat Head Bolt

½" x 1" 
Flat Head Bolt

Sheet

Trim

C-Bar

Cap 
Channel
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HIGH EAVE RAKE LOW EAVE RAKE

½" x 1" 
Flat Head Bolt

½" x 1" 
Flat Head Bolt

½" x 1" 
Flat Head Bolt

½" x 1" 
Flat Head Bolt

Stitch Stitch 

Trim  
Trim

Trim Trim

  

Sheet Sheet

Trim Trim

C-Bar C-Bar

Cap 
Channel

Cap 
Channel

Trim Trim

NOTE:  Sheet is to 
extend 6" on 
low side.


